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RHINE ROAD i CONTRACT NO. 99216
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—@— - TEMPORARY DITCH CHECKS 44 FT.

B & PERIMETER EROSION BARRIER
APPROVED BY THE ENGINEER - 550 FT.

1. AL ITEMS SHALL BE GONSTRUCTED AS SHOWN ON ILLINOIS DEPARTMENT OF
/NSTALL STEEL CURLED END SECTIONS ON TRANSPORTATION HIGHWAY STANDARD 280001 AND AS DIRECTED BY THE

N.W. AND 5.E. CORNERS OF NEW STEEL RAILING, ENGINEER. MAINTENANCE AND CLEANING OF THE EROSION CONTROL ITEMS

J TYPE 5-1. AT ALL FOUR CORNERS, SEE DETAILS SHALL BE INCLUDED IN THE RESPECTIVE EROSION CONTROL PAY ITEM.

250" STRUCTURE OK SHEET 11. 2. THE LOCATIONS FOR ADDITIONAL TEMPORARY DITCH CHECKS AND PERIMETER

’,.'%%52‘330" LEFT EROSION BARRIER IF REQUIRED WILL BE DETERMINED IN THE FIELD BY THE

fomwaro ENGINEER DURING CONSTRUCTION.

3. SEE STORM WATER PREVENTION PLAN (SWPPP) BDE 2342 INCLUDED IN
SPECIAL PROVISIONS.

BENCHMARKS

B.M. NO.1 - RALROAD SPIKE SET N SOUTH SIDE POWER POLE ON NORTH
SIDE OF RHINE ROAD * 300' SOUTHWEST OF MAIN BRIDGE.
STA. 7+10, 25'RT. (ELEV. - 377.12)

B.M. NO.2Z - RAILROAD SPIKE SET IN SOUTH SIDE POWER POLE CN NORTH
SIDE OF RHINE ROAD ® 400' NORTHEAST OF MAIN BRIDGE AND
JUST WEST OF NORTHWEST CORNER OF ANOTHER BRIDGE.
‘STA. 14410, 15'RT. (ELEV. - 380.62)
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